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Coast Guard, DHS § 160.041–6

DIRECTIONS FOR THE USE OF THE FIRST-AID KIT—Continued

Item title Remarks 

Bandage, gauze, compressed, 2″ ............................... For securing splints, dressings, etc. 
Bandage, triangular, compressed ................................ Use as arm sling, tourniquet, or for retaining splints or dressings in 

place. 
Burn dressing ............................................................... The petrolatum gauze bandage is applied in at least two layers over the 

burned surface and an area extending 2″ beyond it. The first dressing 
should be allowed to remain in place, changing only the outer, dry 
bandage as needed, for at least 10 days unless signs of infection de-
velop after several days, in which case the dressing should be re-
moved and the burn treated as an infected wound. Watch for blueness 
or coldness of the skin beyond the dressing and loosen the dressing if 
they appear. 

Compress, adhesive, 1″ ............................................... Apply as dressing over small wounds. DON’T touch part that comes in 
contact with wound. 

Eye patch ..................................................................... Apply as dressing over inflamed or injured eye. 
Forceps ........................................................................ Use to remove splinters or foreign bodies. Don’t dig. 
Ophthalmic ointment .................................................... Apply in space formed by pulling lower eyelid down, once daily for in-

flamed or injured eyes. Don’t touch eyeball with tube. 
Splint, wire ................................................................... Pad with gauze and mold to member to immobilize broken bones. Hold 

in place with bandage. Do not attempt to set the bone. 
Tincture of iodine, mild ................................................ Remove protective sleeve, crush tube and apply swab end. DON’T use 

in or around eyes. 
Tourniquet .................................................................... For control of hemorrhage. Loosen for a few seconds every 15 minutes. 

§ 160.041–5 Inspections and tests. 
(a) Accelerated weathering. The con-

tainer without contents shall be ex-
posed to ultra violet light and sub-
jected to a spray of water for about 30 
seconds every 20 minutes for 100 hours 
at 120 °F. As an alternate to this test 
the container may be exposed to an 
ultra violet light for 100 hours at 130 
°F. without the water spray. There 
shall be no evidence of warping or dete-
rioration as a result of this test. 

(b) Salt spray. The container shall be 
exposed to a spray of 20% by weight of 
reagent grade sodium chloride at about 
95 °F. for 100 hours. There shall be no 
evidence of corrosion or disintegration 
of the material as a result of this test. 

(c) Temperature change. The container 
shall be exposed to a temperature of 150 
°F. for one hour and then to a tempera-
ture of 30 °F. below zero for one hour. 
There shall be no warping or deteriora-
tion of the gasket material as a result 
of this test. 

(d) Container watertightness. After the 
completion of all other container tests, 
a closed empty container, lined with 
colored blotting paper, with the cover 
in a horizontal position and uppermost 
shall be submerged under a head of one 
foot of water for a period of two hours. 
At the end of this period the container 
shall be removed, opened, and exam-
ined for the presence of moisture. No 
seepage shall be allowed. 

(e) Carton watertightness. Four car-
tons from each container tested shall 
be submerged under a head of one foot 
of water for a period of two hours. 
Upon opening the sealed wrappers 
there shall be no evidence of leakage of 
water. 

[CGFR 65–9, 30 FR 11467, Sept. 8, 1965, as 
amended by CGD 95–028, 62 FR 51213, Sept. 30, 
1997]

§ 160.041–6 Marking. 

(a) Each approved first-aid kit shall 
be permanently marked with the fol-
lowing information: name of manufac-
turer, trade name symbol, model num-
ber, or other identification used by the 
manufacturer, the Coast Guard Ap-
proval Number, and the words ‘‘FIRST-
AID KIT.’’ This information may be 
embossed on the container or may be 
applied by silk screen process, using a 
suitable paint and protected as nec-
essary to withstand the required tests, 
or by other means shown to be accept-
able. 

(b) [Reserved]

Subpart 160.042—Skids, Liferaft, for 
Merchant Vessels

SOURCE: CGFR 50–12, 15 FR 3095, May 20, 
1950, unless otherwise noted.
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46 CFR Ch. I (10–1–03 Edition)§ 160.042–1

§ 160.042–1 Applicable specification. 

(a) The following specification, of the 
issue in effect on the date life raft 
skids are manufactured, forms a part of 
this subpart: 

(1) Coast Guard specification:

160.018, Life Rafts.

(b) [Reserved]

§ 160.042–2 General requirements. 
(a) The requirements of this subpart 

provide for a standard life raft skid for 
use on ocean and coastwise vessels in 
conjunction with the stowage of Type 
A rafts which may be used on such ves-
sels. 

(b) Life raft skids shall be con-
structed and arranged so as to properly 
support a Type A life raft in the stowed 
position and permit the launching of 
the life raft directly into the water 
without the application of any force 
other than that necessary to release 
the gripping arrangement and operate 
the release mechanism. 

(c) Arrangements other than those 
specified by this subpart will be given 
special consideration.

§ 160.042–3 Construction. 
(a) The trackways of the skids shall 

be constructed of 6″×31⁄2″×1⁄2″ structural 
angles, or of material of approved 
shape and equivalent strength, inclined 
approximately 60 degrees from the hor-
izontal. The trackways shall be spaced 
8′–4″ from the inside of the 31⁄2″ vertical 
leg of one trackway angle to the inside 
of the 31⁄2″ vertical leg of the other 
trackway angle. The inside of the 6″ leg 
of the trackway angles shall form the 
skid surface for the life raft. The 
trackways shall be supported by a sub-
stantial structure suitable for stowing 
a Type A life raft at a 60-degree angle 
without having the raft project over 
the side of the vessel. 

(b) The lower end of the life raft shall 
be supported by a base plate so ar-
ranged as to permit launching of the 
raft by a quick release assembly. 

(c) All bearing surfaces of the quick 
release mechanism shall be con-
structed of non-corrosive metal. 
Alemite fittings shall be provided to 
insure positive lubrication of all bear-
ing surfaces.

§ 160.042–4 Inspection. 
(a) Life raft skids covered by this 

subpart are not subject to inspection at 
the place of manufacture, but are in-
spected on the basis of this specifica-
tion during the annual or other inspec-
tion of the vessel upon which they are 
placed. 

(b) [Reserved]

§ 160.042–5 Procedure for approval. 
(a) Life raft skids are not subject to 

formal approval by the Commandant, 
but for each merchant vessel on which 
Type A life rafts are to be installed, 
plans showing the construction and ar-
rangement of the life raft stowage and 
launching device on the vessel are re-
quired to be submitted for approval to 
the Commandant through the Com-
mander of the Coast Guard District 
prior to the actual installation. Life 
raft skids should comply with the re-
quirements of this specification in 
order to be acceptable for use in such 
installations. 

(b) Correspondence pertaining to the 
subject matter of this specification 
should be addressed to the Commander 
of the Coast Guard District in which 
the skids are to be installed.

Subpart 160.043—Jackknife (With 
Can Opener) for Merchant 
Vessels

SOURCE: CGFR 50–12, 15 FR 3095, May 20, 
1950, unless otherwise noted.

§ 160.043–1 Applicable specification 
and plan. 

(a) Specification. The following speci-
fication, of the issue in effect on the 
date jackknives are manufactured, 
forms a part of this subpart: 

(1) Federal specification:

QQ–M–151, Metals; General Specification for 
Inspection of.

(b) Plan. The following plan, of the 
issue in effect on the date jackknives 
are manufactured, forms a part of this 
subpart: 

(1) Coast Guard:

Dwg. No. 160.043–1(b), Jackknife (With Can 
Opener).

(c) Copies on file. A copy of the above 
specification and reference plan shall 
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